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1) Feed one eye of the Suspension Bridge through the free  
Aluminum Ring (Figure 8a.) Next pass the opposite eye of 
the suspension bridge through the eye passed through the 
ring (Figure 8b.) Ensure the bight of the eye is seated tightly 
between the cover of the suspension bridge and ring. (Figure 
8c). 

 

    

 
 
 
 
 

    Figure 4 

Figure 5 



 
 

Figure 11a 
Figure 11b 

 Feed the free end of the Suspension Bridge Adjustment Strap through the Aluminum 
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Figure 12 



 
 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 



 
 

 

  

 

  

  

1. 

4.    

  
 

 

  
   

 

  
 

 

PUSH

PRESS

PRESS

PULL

PUSH

PULL



 
 

  

 

 

 

 

 

BUCKINGHAM MFG.  

 

https://buckinghammfg.com/terms-conditions/
https://buckinghammfg.com/terms-conditions/
https://url.emailprotection.link/?b9c7y-CRP909l4um3f9h-7HJtKq7Hq31elSoRmA1hs0d3zsbmCJrVzEkkEq1j-PFLvsT5rORXxE4V9-SvGLZlsw~~

