BUCKINGHAM MANUFACTURING
Body Belt and Pole Strap Inspection Checklist

Body Belt
Webbing, Nylon, & Leather

- Cuts
- Abrasions
- Burns or charring
- Broken fibers
- Chemical or physical exposures
- Excessive wear
- Loose, cut, frayed or missing stitching
- Loose, bent, or missing rivets
- Elongated holes on belt strap
- Extra holes that have been added outside factory

Pole Strap
Webbing, Nylon, & Leather

- Cuts
- Kinks
- Abrasions
- Burns or charring
- Broken fibers
- Chemical or physical exposures
- Excessive wear
- Discoloration
- Loose bent or missing rivets
- Elongated holes
- Extra holes that have been added outside factory
- Keepers are not in place

Hardware

- Cracks or nicks
- Distorted/bent
- Rust or corrosion
- Exposure to electrical flash

Accessory Attachments, Tool Loops, & Pouch Tabs

- Accessory snap/rings are not securely attached
- Tool loops are not securely attached
- Elongated tool loops
- Cuts or excessive wear on pouch tabs
- Evidence of shock load to body belts

Employee (print): __________________________ Inspected by (print): __________________________
Signature: __________________________ Signature: __________________________
Date: __________ Date: __________
Actions: ________________________________________________________________
______________________________________________________________

Note: If any of these conditions exist report to your supervisor.
For any questions on use or inspection, please contact our customer service department at 1-800-937-2825.
www.buckinghammfg.com